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1. Introduction 
 
This document contains the installation and uninstallation information of AX88179/AX88178A macOS drivers. 
 
 

2. Driver Installation Procedures 
  
The AX88179/AX88178A macOS driver installation package is ñAX88179_178A.dmgò. 
 
The following is an example of ASIXôs AX88179/AX88178A macOS driver installation procedures.   
 
Step 1:  Click the ñAX88179_178A.dmgò, the following ñAX88179ò virtual disk will be appeared on the Desktop 

of your macOS system. (This ñAX88179ò virtual disk will be auto-removed after rebooting macOS 
system.) 

 

 
 

Step 2:  Click the ñAX88179_178A_vx.x.x.pkgò (ñx.x.xò is driver installer revision number), the following driver 
setup dialog will appear. Click the [Open] button to start the installation operation and follow the 
instructions to continue the installation. 
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Step 3:  Click the ñAX88179_178A_vx.x.x.pkgò (ñx.x.xò is driver installer revision number), the following driver 

setup dialog will appear. Click the [Continue] button to start the installation operation and follow the 
instructions to continue the installation. 

 

 
 
Step 4:  Read the information of ñRead Meò page first and press [Continue] button to continue the installation 

operation. 
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Step 5:  Click the [Install] button to continue the installation operation. 

 
 

Step 6:  You might need to enter your user/password during the driver installation. 
 

 
 
 
Step 7:  Click the [Continue Installation] button to continue the installation operation. 
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Step 8:  Click the [Open Security Preference] button to continue the installation operation. 
 

 
 
 Note: This step is necessary, macOS 10.13 and above has a new feature that requires user approval  

before loading newly-installed third-party kernel extensions (KEXTs). If you do not click ñOpen 
Securiy Preferencesò button to allow it as next step, the driver will be not installation well. 

 
Step 9:  Click the lock to prevent further chenges, then press [Allow] button to continue the driver installation. 
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Step 10:  Click the [Restart] button to restart macOS system to take effect the revised driver installation. 
 

 
 

Step 11:  After booting up your macOS system, plug your AX88179/AX88178A USB dongle onto the USB port    
of your macOS system and refer to the following information to double check if your USB dongle had  
been identified properly by macOS system and the AX88179/AX88178A macOS driver was installed  
correctly or not.  
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Step 12:  Please refer to below figure to add a new ñAX88179 USB 3.0 to Gigabit Ethernetò network interface     
and then press the [Apply] button to take effect the new network interface. 
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Step 13:  The new ñAX88179 USB 3.0 to Gigabit Ethernetò driver should be ready now.  

 

 
  

 
 












